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installation
concrete wall

cut out
plasterboard wall 

cut out + installation 
brick wall

L

W
Small Side, Small Square Side, Side, Square side

cut out
concrete wall 

technics

1

2

3

D

mount the plaster kit
on the wall 

install with
upright border
to the front

L

W

plaster and paint the wall

plaster and paint the wall

Name Reference L x W x D (**)
420 x 250 x 75

420 x 310 x 75

540 x 330 x 95

540 x 415 x 95

Name Reference L x W x D Voltage

* Not to be used in in�ammable materials ! ** Installation box required 

D

L

W

D

>1m 60

<1m 20

recommended orientation

215 x 160 x 80

215 x 210 x 80

320 x 235 x 100

320 x 312 x 100

230V

230V

230V

230V

Name Reference L x W x D

390 x 235 x 75

390 x 290 x 75

510 x 310 x 95

510 x 395 x 95

(with plasterkit)

fold the installation box
place the installation
box in the cut out

Small Side
Small Side LED

Small Sq Side
Small Sq Side LED

Side

Side LED

Sq Side

Sq Side LED 

kr99261x / kr97262x
kr99260x

kr99281x / kr97282x
kr99280x

kr99241x / kr99242x / kr97242x*
kr97243x* / kr97244x* / kr97245x*
kr99248x

kr99270x / kr99272x / kr99273x / kr97272x*
kr97273x* / kr97274x* / kr97275x*
kr99278x

Small Side
Small Side LED

Small Sq Side
Small Sq Side LED

Side

Side LED

Sq Side

Sq Side LED 

kr99261x / kr97262x
kr99260x

kr99281x / kr97282x
kr99280x

kr99241x / kr99242x / kr97242x*
kr97243x* / kr97244x* / kr97245x*
kr99248x

kr99270x / kr99272x / kr99273x / kr97272x*
kr97273x* / kr97274x* / kr97275x*
kr99278x

Small Side
Small Side LED

Small Sq Side
Small Sq Side LED

Side

Side LED

Sq Side

Sq Side LED 

kr99261x / kr97262x
kr99260x

kr99281x / kr97282x
kr99280x

kr99241x / kr99242x / kr97242x*
kr97243x* / kr97244x* / kr97245x*
kr99248x

kr99270x / kr99272x / kr99273x / kr97272x*
kr97273x* / kr97274x* / kr97275x*
kr99278x



Insert bracket from the inside.
Slide the bracket to the wall
and �x with the screw. 

insert the re�ector, underside �rst.
Use plastic goves.
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connection

installation

accessories
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CLICK!

Insert the glass, clamp it under the springs

Di�erent re�ectors are possible.
Use a screwdriver to remove the re�ector. 

Connect appliance to correct voltage

Please make sure that 
mains voltage is disconnected
before proceeding!

In case of LED, slide the glass between the 
springs and turn to the horizontal position.
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